
TIDY CATS LITTER PAIL VORTEX FOG CHILLER

The game plan here is to build a Vortex Fusion style Fog 
Chiller out of nothing more than a TIDY CATS Litter Box. 

Here is the Grocery List: 
1. Tidy Cats Litter Pail - 14.6 X 9.7 X 11.7
2. 2 inch PVC Elbow
3. 2 inch PVC Pipe - Roughly used about 10 inches..
4. 1/2 inch PVC Pipe for Ice Tray - Roughly used about 4 feet.
5. 1/2 inch PVC T's - 4 used
6. 1/2 inch PVC Elbows - 4 used
7. Wire Mesh, or Chicken Wire - Roughly the size of the pail
8. Epoxy of your choice to seal PVC to Pail.

Options: 
1. Nozzle for a drain hole for the water
2. Hose to attach to Nozzle
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Step 1: Cut the holes for the PVC Pipe and optional drain.

I used nothing more than a 2 inch hole cutter with my drill 
to get these holes. The height and location of these holes 
vary according to what type of fog chiller you will be 
using. The hole on the left is the intake hole that your fog 
machine will blow into, so you want that roughly at the 
height of your fog machine nozzle. For mine it was roughly 3 
inches from bottom and centered on the pail. The second hole 
or the output I roughly put about 4 inches high and off to 
one side to allow space between intake and output PVC Pipes.

HOLE 1 HOLE 2

For the drain hole, do not
leave the hole just open. 
Smoke will escape from
there. I used an air hose
connector and air hose to
allow drain off.

SIDE VIEW

Optional drain hole
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Step 2: Cutting of the 2inch PVC Pipes:

All you will need to cut for the intake hole is roughly a 4 
inch piece of PVC, which is shown on the left. For the 
output I cut a 4 inch and a 6 inch piece of PVC. The 6 inch 
piece of PVC is the piece that faces upward. Make sure 
before you seal the PVC together that you put it all 
together and test it. You need to make sure that you keep 
around a 2 inch space from the top of the 6 inch PVC and 
the lid. Cut down the 6 inch piece as needed to accomplish 
this. I used PVC Cement to connect the 3 piece sections 
shown above.
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Step 3: The Ice Tray

The ice tray frame is made from 1/2 inch PVC Piping. You will
need the following items for the frame:

4 - 1/2 inch PVC Elbows
4 - 1/2 inch PVC T'S
1 - 1/2 inch PVC PIPE - Roughly 4 feet used

For the tray itself I used chicken wire. Any wire type of 
fencing will work. Keep in mind that you want the holes in 
the fensing to be large enough to allow smoke through 
but not large enough to allow ice through. I fastened
the wire tray to the PVC Frame byway of suing self taping 
screws.
Also, you need to cut a 2.5 inch diameter hole in your wire 
tray so the PVC facing upward will it through it.



STEP 4: Assembly Time

Assembly is rather easy once you get the pieces ready.
Insert your PVC pieces into their holes and use epoxy or
the glue of your choice to seal them in place.
Once those are secure, place your ice tray into the 
bottom of the box.

And that is it .....

Steps for use:

1. Put ice into the box on top of the ice tray so it reaches to
about 1 inch below the top of the PVC pipe facing upward.

2. Put the lid on.

3. Place Chiller where you want to use it.

4. Place your fog machine in front of the intake hole, and
start making smoke.
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